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Fixed Inline Piston Units
5 USgpm
PFB5-(F)*Y-22
MFB5-(F)*Y-21

Service Data

Vickers®

Piston Pumps



   Model

PFB5-(F)RY-22
PFB5-(F)LY-22
*FB5-(F)U(Y)-21

�Valve Plate S/A

   942313
   942314
   938551

�Included in 919239 Seal kit
   F3 equivalent 919311
�Included in Valve Plate S/A
�Included in Rotating Group

�273409 Lift Limiter

�165385 Retaining Ring

�275485 Washer

�451925 Pin Retainer
(3 req’d)
�451936 Pin

�Cylinder Block (See table)

�451924 Washer

�274787 Spring

�279614 Gasket

167237 Pin (2 req’d)

�227401 Screw
(2 req’d)

�164432 Plate

1253 Screw (4 req’d)
Torque to 150-180 lb. in.

�39465 Bearing
(Seat against shoulder)

227401 Screw (2 req’d)

404751 Rotation Plate

�Valve Plate S/A (See table)
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Cylinder
Block

677061
677059

Piston S/A
Kit

Rotating
Group

875775
875772

Model

PFB5
MFB5

942229

Shaft

274669
266161

Key

157671
142843

Model

Std.
Heavy duty

FOOT BRACKET OPTION
FB-A-10 Mounting kit

(Includes screws)

227401 Screw (2 req’d)

Nameplate

323951 Housing

�274249 Shoe Plate

�Piston S/A Kit
(See table)

�319245 Swash Plate

�237014 Seal (Assemble with
spring toward inside of unit.)

190362 Retainer

Shaft (See table)

Key (See table)
283233 Bearing

98653 Retaining Ring

140356 Retaining Ring

�154128 ‘‘O’’ Ring

181728 Plug



Model Code

1 2 3 4 5 6 7

1 Model

2 Fixed Displacement

3 Inline Type

4 USgpm flow rating @ 1800 rpm

5 - 5 USgpm

5 Mounting

Omitted - Light duty
Y - Heavy duty

Omitted - Flange
F - Foot bracket

6

Input

8 Pump Design

For satisfactory service life of these components, use full flow filtration to provide fluid which meets ISO cleanliness code 16/13
or cleaner. Selections from pressure, return, and in-line filter series are recommended.

8

P - Pump
M - Motor

Rotation

7

PFB - 22
MFB - 21

(Viewed from shaft end)

U - Either direction
R - Right hand (CW)
L - Left hand (CCW)

Printed in U.S.A.


