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Pressure Compensated Medium Pressure
6 gpm In-Line Piston Pump
PVB6A-(F)RS-20-CA-11

Service Parts Information

 

Vickers®

Piston Pumps



∆ Included in 919508 Gasket Kit

� Included in Rotating
Group Kit 938264

� Included in Valve Plate S/A

Press Bearing flush
with inside surface
of Housing

Yoke

319243 Pintle
(ref.)

Housing

241924 Piston Rod

113000 
Plug

∆ 154005 O-Ring

Make certain the bearing O.D. surface
and the mating surface in the housing is
clean. Apply sealing compound (Loctite
A (10-1) or equivalent) to the bearing
O.D. and press in place.

317572 
Bearing 
(ref.)

Pintle Bearing Assembly Note

� 113000 Plug

Model

1253 Screw
(4 req’d)

Torque to
150-180 in. lbs.

∆ 279615
Gasket

360430 
Adjusting Plug

Do not allow sealing 
compound to contact the
bearing needles.

CAUTION

10358 Screw 
(4 req’d)
Torque to 
45-53 in. lbs.

354858 Body
356986 Spool

400256 Spring

∆ 244956 Gasket
185638 Ring

234204 Seat

PVB6A-(F)RS
Valve Plate S/A

942223 � 227401
Screw

(2 req’d)
� 164432 In-

struction Plate

∆ 173792 
O-Ring

181728 Plug

∆ 154128
O-Ring

� 266399
Rotation Plate

� 227401
Screw (2 req’d)

� 39465
Bearing

241579
Piston

� 165385 Snap Ring

� 273409 Lift Limiter

167237 Pin (2 req’d)

� 248203 Pin
(3 req’d)

� 274787 Spring

� 275474 Washer

� 315148
Cylinder Block

� 274956 Washer

� 275485
Washer



227401 Screw (2 req’d)

308334
Housing

Identification 
Plate

140356 Ring

283233
Bearing

98653 Ring

319243 Pintle

373132
Spring

317572 Bearing
See Pintle Bearing 
Assembly Note

373131
Seat

� 274249
Plate

� 942230
Piston S/A Kit

(Includes 9 Pistons
and Shoe S/A

� 319245
Plate

231557
Yoke

319243 Pintle

317572 Bearing
See Pintle Bearing 
Assembly Note

∆ 237014 Seal
(Assemble with Spring

toward Yoke)

190362
Washer

266162 Shaft

142843 Key

177939 Screw (2 req’d)
(Used on F Models only)

FB-A-10 Foot Bracket Kit
(Includes two mounting screws)
(Used on F Models only)



Pump

Variable Displacement

In-Line Piston Unit

GPM Rating at 1800 RPM

Medium Pressure Design

3 4 61 2

Model Code

For satisfactory service life of these components, use full flow filtration to provide fluid which meets ISO cleanliness code
20/18/15 or cleaner. Selections from Eaton OFP,OFR and OFRS filter series are recommended.
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Pump Design Number

Pressure Compensator Control
150 to 1000 PSI Range

Control Design Number

Mounting

F - Foot Mounted
Omitted - Flange Mounted

Rotation, Viewing Shaft End

R - Right Hand

One Side of Center Displacement
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