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Heavy Duty Piston Pump
PVE62*-3-10-C**-13

Service Data
Vickers®

Piston Pumps



Model
Shaft

Rotation

PVE62L
597460

Valve
Block

PVE62R
597458

Valve Block
(See table)

295365 Screw (2 req’d)
Torque 50 -55 N.m
(36.8-40.5 lb. ft.)

� 396092 O-Ring

185459 Plug
Torque 14-19 N.m

(10.3-14 lb. ft.)

� 594356 ”C” Pressure
Compensator S/A

� 177969 O-Ring
(9 req’d)(Not shown)

� 627587 ”V” Load
Sensing S/A

584455 Spring

402644 Poppet

402643 Seat

576600 Bearing S/A

926308 Spacer Kit

Valve Plate (See table)
(Bronze surface must
face cylinder block)

� 135066 Retaining Ring

� 581104 Outer Spring Guide

� 626111 Spring
� 581105 Inner Spring Guide

� 584444 Cylinder Block

582155 Pin
(2 req’d)

248935 Pin

201345 Screw (4 req’d)
(”C” Control only)

Torque 21-37 N.m
(15.4-27.2 lb. ft.)

107069 Screw (4 req’d)
(”CV” Control)
Torque 21-37

(15.4-27.2 lb. ft.)

295363 Screw (2 req’d)
Torque 50-55 N.m

(36.8-40.5 lb. ft.)

214684 Screw (4 req’d)
Torque 50-55 N.m
(36.8 -40.5 lb. ft.)

404751 Rotation Plate

227401 Screw (2 req’d)

� 396094
O-Ring

189087 Plug
Torque 41-49 N.m
(11-12 lb. ft.)

584446 Shaft

� Included in
920349 seal kit

� Included in 938100
rotating group kit

Exploded views of ‘C’ and ‘CV’ controls
are shown on back page for reference
only. Controls must be ordered as a
complete S/A.

� Note

Controls are shown as installed
for L.H. rotation. For R.H. rotation,
controls are rotated 180�.

Note

Valve
Plate

597465
581108

CW Right
CCW Left



PVE62*-E3-10-C(V)-13

� 597457 Spacer Key

� 584508
Spacer

� 584509 Shoe Plate

� 584507 Swash Plate

� 926307 Piston Kit

392059 Pin

� 396102 O-Ring

� 584489 Control Piston

� 584484 Control Stem
Torque 75-83 N.m
(55-61 lb. ft.)

� 154130
O-Ring

� 597456 Gasket � 576580 Shaft Seal
(Spring loaded member

faces inward)

� 584488 Bias Piston

� 676431 Spring

� 584481 Bias Stem
Torque 75-83 N.m
(55-61 lb. ft.)

� 154130 O-Ring

� 589954 O-Ring (2 req’d)

597455 Yoke S/A

362909 Retaining Ring

388206 Bearing S/A

227376 Screw (2 req’d)

Nameplate

676593 Housing

194030
Retaining Ring

187087 Plug
Torque 97-106 N.m

(71.5-78.1 lb. ft.)

373924 Bearing (2 req’d)

926261 Shim Kit (Refer to
Pintle Bearing preload

instructions in M-2240-S
overhaul manual)

409863 Spacer (2 req’d)

409857 Pintle Cover
(2 req’d)

164881 Screw (8 req’d)
Torque 15-17 N.m
(11-12.5 lb. ft.)

Parts are shown for left hand shaft rotation.
The position of control and bias pistons are
reversed for right hand rotation. (Assemble
using Loctite 270)

� Note
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Model Code

For satisfactory service life of these components, use full flow filtration to provide fluid which meets ISO cleanliness code
20/18/15 or cleaner. Selections from Eaton OFP,OFR and OFRS filter series are recommended.
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Model Series

PVE - Pump, variable, inline series E

Flow Rating in USgpm
(at 1800 RPM)

62 - 62 USgpm

Shaft Rotation
(Viewed from Shaft End)

R - Right hand (CW)
L - Left hand (CCW)

Control DesignInput Shaft

Pump Design

Control Type

C - Pressure compensator
CV - Load sensing with pressure limiter

1

2

3

4 7

5

6

‘C’ Pressure Compensator Control

‘CV’ Load Sensing Control

� Included in
920237 Seal Kit

� Included in
920236 Seal Kit

201345 Screw (4 req’d)
Torque 21-37 N.m
(16-27 lb. ft.)

430444 Cover

� 177969 O-Ring (9 req’d)

589330 Adj. Screw

� 154126 O-Ring

591770 Plug
Torque 15-16 N.m
(16-27 lb. ft.)

1250 Screw (2 req’d)
Torque 30-38 N.m
(22-28 lb. ft.)

418209 Strap

430462 Plug

� 395870 O-Ring (2 req’d)

� 197591 Back-Up Ring (2 req’d)

248945 Pin

577589 Spring

635922 Poppet

435260 Seat

11191 Screw
(4 req’d)

Torque 15-16 N.m
(11-12 lb. ft.)

190054 Plug

310206 Adj. Screw
423636 Cover S/A

� 197605 Back-Up Ring
� 189344 O-Ring

248932 Pin
� 197568 Back-Up Ring

� 200082 O-Ring
577676 Spring Guide
577675 Spring
430461 Spring Seat
588997 Body S/A

181728 Plug

� 154128 O-Ring

107069 Screw (4 req’d)
Torque 21-37 N.m

(16-22 lb. ft.)

378910 Plug

� 154124 O-Ring

578933 Spool

594356 ‘C’ Control S/A (Ref.)
� 177979 O-Ring
(9 req’d)

1497 Nut
Torque 15-20 N.m

(11-15 lb. ft.)

595476 Adj. Plug

� 197574 Back-Up Ring

� 153950 O-Ring

586184 Spring

427391 Spring Seat

627588 Body S/A


