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Modular Sequence Valves
DGR-06-*2-52

Service Data

�

591770 Plug
Torque 15-16,6 N.m

(133-147 lb. in.)

�263494 ‘‘O’’ Ring

�Cover (See table)

�262332 ‘‘O’’ Ring

Plunger (See table)
�262345
‘‘O’’ Ring
�262331
‘‘O’’ Ring

�263496
‘‘O’’ Ring

591772 Plug
Torque
24.2-27 N.m
(18-20 lb. ft.)

�263492 ‘‘O’’ Ring

591768 Plug
Torque 9.8-10.2  N.m
(87-90 lb. in.)

�263494 ‘‘O’’ Ring
(2 req’d)

591770 Plug (2 req’d)
Torque 15-16,6 N.m
(133-147 lb. in.)

Name Plate

AX-36212 Screw (2 req’d)

�626400 Plate

Spool (See table)

Spring (See table)

347292 Spacer

347291 Spacer
Stop

583196 Stop
591772 Plug

Torque 24.2-27 N.m
(18-20 lb. ft.)

�263496
‘‘O’’ Ring

199312 Rollpin
(2 req’d)

�262394 ‘‘O’’ Ring
(2 req’d)

389833 Plug (Assemble
land next wide to spacer.)

�262338 ‘‘O’’ Ring

�197576 Back-up Ring

�262336 ‘‘O’’ Ring

581729 Cover

64520 Washer (A/R)

1484 Nut

390224 Screw

1073 Screw (8 req’d)
Torque 51.5-62.3  N.m
(38-46 lb. ft.)

�Service all units with
 F3 Seal Kit 919896

CAUTION

This valve cannot be used
with pressure centered valves.

Model Cover Plunger Spool Spring

DGR-06-A2-52
DGR-06-B2-52
DGR-06-D2-52
DGR-06-F2-52
DGR-06-X2-52
DGR-06-Y2-52
DGR-06-Z2-52

583190

583189

583190

593888

593899

340305

340306

341612
342243

342244

341612
342243
342244

Note
When two or more modules are asembled
together, this module must be mounted
next to the subplate or mounting surface to
accomodate the external drain (‘‘Y’’ port).

�262389 ‘‘O’’ Ring
(2 req’d)

� Not available for sale.
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Model Code

1

2

Seals

F3 - Seals for mineral oil and fire 
resistant fluids

Model Series

DGR - Directional control, manifold or 
subplate mounted sequence 
module

3

4

5

6

Size

06 - 3/4 inch

Pressure Range

A - 80-250 psi
B - 125-500 psi
D - 250-1000 psi
F - 475-2000 psi
X - 10-30 psi
Y - 30-60 psi
Z - 60-125 psi

Module Action

(Directly operated externally drained)

Design

For satisfactory service life of these components, use full flow filtration to provide fluid which meets ISO cleanliness code
20/18/15 or cleaner. Selections from Eaton OFP,OFR and OFRS filter series are recommended.
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